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OL2CLED2CASA FAA TYPE L-810
DOUBLE OBSTRUCTION LIGHT

OL2CLED2CASA SPECIFICATIONS

CASA COMPLIANCE

INTENSITY:   LOW
HORIZONTAL COVERAGE:  360°
HEIGHT:    7-1/2" (19.05 cm)
LENGTH:    10-3/4" (27.31 cm)
WIDTH:    5-1/4" (13.31 cm)
WEIGHT:    5 lbs. (2.268 kg)
LAMP WATTAGE:   15.8 WATTS
POWER REQUIREMENTS:  120V TO 240V AC 50/60Hz
LAMP CURRENT:   0.13 to 0.06 AMPS
ALSO AVAILABLE IN:  12V/24V/48V DC
LAMP CURRENT:   1.31 / 0.65 / 0.32 AMPS
WIND LOAD:   CAAA = 0.5 ft²
FIXTURE LENS:   FRESNEL ACRYLIC
FIXTURE BASE MATERIAL:  CAST ALUMINUM (RED)
OPERATING TEMPERATURE:  -55°C TO +55°C
HUB SIZES:   ¾", 1" OR 1-¼" NPT
EFFECTIVE CANDELAS:  (2) 100 MIN.

NEOPRENE GASKETS FOR WEATHER 
PROOFING. 

* 96% REDUCED ENERGY CONSUMPTION VERSES 
INCANDESCENT. 

CAST ALUMINUM (RED) BASE AND 
STAINLESS STEEL LATCHES AND 
HARDWARE FOR CORROSION 
PROTECTION.

NO SPECIAL TOOLS ARE REQUIRED FOR 
INSTALLATION OR MAINTENANCE. 


